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APPLICATION

Data Center Wireless

Telecommunications

SPECIFICATION

MODEL Vo I(.\'I/';)AGE CAF::)ITY
FA-BATT-12V-4.5AH-LI 12 4.5
FA-BATT-12V-7.5AH-LI 12 7.5
FA-BATT-12V-100AH-LI 12 100
FA-BATT-12V-150AH-LI 12 150
FA-BATT-12V-200AH-LI 12 200
FA-BATT-48V-50AH-LI 48 50
FA-BAT-48V-100AH-LI 48 100

ag®
/A

Industrial process
control Facilities

Hospital & Testing
laboratories

Solar & inverter
devices

BENEFITS

Using LiFePO4 as a positive material.
Extended cycle life and good safety

performance.

Voltage, current, temperature protection and
alarm functions.

[“]Allow remote control and monitoring.

Highly reliable one way self-resealing safety vent
seal.

[“]Good electromagnetic shielding.

Ergonomic design for easy handling.

[“]Very little noise during normal operating
conditions.

[“]c/10 battery rate. (C/5 optional)

WEIGHT
(KG)£5%

0.85
13
13.6
21.3
29.6
28
42

Available capacity : 12V4.5AH - 12V200AH & 48V10AH - 48V100AH

DIMENSION IN MM

(L x W x H)

90*70%101
151%65%93.5
330%173%212
483*170%238.5
522%240%218
436%400%132.5
500%230%260

Modeling number: FA-BATT-XXV-BBAH-Li, Where XX= battery voltage, BB= battery capacity

FEATURES

FLOAT VOLTAGE BOOST VOLTAGE
AT 27°C AT 27°C
13,5 13,8
13,5 13,8
13,5 13,8
13,5 13,8
13,5 13,8
54 55.2
54 55.2
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Recycle Maintenance

Free

Extreme

Temperature

caution

o

234

Warranty 1year

Installthe battery Afterdischarge, Unique Design 100% cyclic life

inaproperly

ventilated

charge thebattery after 4200 cycles

immediately

For maintenance or sales inquiries, please contact us on support@farberpower.com and sales@Ffarberpower.com / ‘ AéER



